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Hikvision hasbeen dedicated to develop products with security sinceestablished.

Hikvision always follows security by design principleand has adopted many methods of security technologies into our
product development lifecycle,includingterminal security, data security, application security, network securi ty,and privacy
protection. In the meantime, the security technologies used by Hikvisionareall in compliance with local applicablelaws and
safety regulations. These security measures could enhance product's cyber security defense capability and protect your
devices as well as your data from malicious cyber attacks.

= Captures alargearea andgreat details atthe same time

= High qualityimagingwith 4 MP resolution for bulletchannel and 8 MP resolution for PTZ channel
= 24/7 colorful imaging and excellent low-light performance with DarkFighter 2.0 technology

= Bullet channel tiltadjustablefrom7°to 17°

= Secures anexpansivearea with 25 x optical zoomand 16 x digital zoom

= Expansivenightview with up to 30 m white lightdistanceand 400 m IR distance

= Supports deep learningfunctions

= Water and dust resistant(IP67)and vandal resistant(1K10) excluding glass window

= Smart Pan-TiltCorrection

= Audio visual alarm:The white flashinglightand audiblewarning can be triggered by certain events

www. hikvision.com



= Specification
Camera

Image Sensor

Min. [llumination

Shutter Speed
Slow Shutter
Day & Night
Zoom

Max. Resolution
Lens

Zoom Speed
Focus

Focal Length
FOV

Aperture

llluminator

HIKVISION

[Panoramic channel]1/1.8" Progressive Scan CMOS, [PTZ channel] 1/1.8" Progressive
Scan CMOS

[Bullet channel] Color:0.0005 Lux @ (F1.0, AGC ON), B/W: 0.0001 Lux @ (F1.0, AGC
ON), 0 Lux with IR,

[PTZ channel] Color:0.0005 Lux @ (F1.5, AGC ON), B/W: 0.0001 Lux @ (F1.5, AGC ON)
1/25s to 1/30000s

Yes

[Bullet channel] Color, [PTZ channel] IR cut filter

[PTZ channel] 25 x optical, 16 x digital

[Bullet channel] 3680 x 1656, [PTZ channel] 3840 x 2160

[Bullet channel] No, [PTZ channel] approx.4.8 s

Auto,semi-auto,manual

[Bullet channel]4 mm, [PTZ channel]5.9to 147.5 mm

[Bullet channel] horizontal field of view: 89° + 5°°, vertical field of view: 45° + 5°°,
diagonal field of view: 107° + 5°°, [PTZ channel] horizontal field of view: 60.2° to 2.3°,
vertical field of view: 35.2° to 1.3°, diagonal field of view: 67.4° to 2.6°

[Bullet channel] F1.0, [PTZ channel] F1.5

[Bullet channel] White lightand IR, [PTZ channel] IR
[Bullet channel] white light: up to 30 m, [PTZ channel] IR:up to 400 m

Supplement Light Type
Supplement Light Range
Smart Supplement Light Yes
PTZ

[PTZ channel] 0° to 360°
[Bullet channel] 7°to 17°, [PTZ channel] -20° to 90°

Movement Range (Pan)

Movement Range (Tilt)

Pan Speed
TiltSpeed

Proportional Pan
Presets

Patrol Scan
Pattern Scan

Power-off Memory
Park Action

3D Positioning
PTZ Status Display

Preset Freezing

Scheduled Task

[PTZ channel] panspeed: configurablefrom0.1° to 160°/s, preset speed: 240°/s
[Bullet channel] tiltspeed configurable,[PTZchannel]tiltspeed: configurablefrom0.1°
to 120°/s, preset speed 200°/s

[Bullet channel] No, [PTZ channel] Yes

300

8 patrols,upto 32 presets for each patrol

4 pattern scans, record time over 10 minutes for each scan

Yes

Preset,pattern scan,patrol scan,autoscan,tiltscan,randomscan,framescan,panorama
scan

Yes

Yes

Yes

Preset,pattern scan,patrol scan,autoscan,tiltscan,randomscan,framescan,panorama

scan,dome reboot,dome adjust,aux output



DORI

02DCPVS

Video

Main Stream

Sub-Stream

Third Stream

Video Compression

Video Bit Rate

H.264 Type

H.265 Type

ScalableVideo Coding (SVC)
Region of Interest (ROI)
Audio

Audio Compression
Audio Bit Rate

Audio Sampling Rate

HIKVISION

[Panoramicchannel] Overview: 48.3 m, Outline:24.1 m, Discern:12.1 m, Perceive:
7.7 m, Characterize:3.9 m, Validate: 1.9 m, Scrutinize: 0.6 m

[PTZ channel]  Wide: Overview: 147.5 m, Outline: 73.8 m, Discern:36.9 m, Perceive:
23.6 m, Characterize:11.8 m, Validate:5.9 m, Scrutinize:2.0 m Tele: Overview: 3687.5
m, Outline: 1843.8 m, Discern:921.9 m, Perceive: 590 m, Characterize: 295 m,
Validate:147.5 m, Scrutinize:49.2 m The OODPCVS values arecalculated using pixel
densities for different use cases as recommended by the IEC/EN 62676-4:2025
standard.|EC 62676-4:2025 describes the planning, design, installation, testing,
commissioning,and maintaining of video surveillance systems (VSS) comprisingimage
capture device(s), interconnection(s) and image handling device(s), for use in security

applicationswithin privateor public spaces.

[Bullet channel]
50 Hz: 25 fps (3680x 1656 , 3632 x1632)

60 Hz: 30fps (3680 x 1656 , 3632 x 1632)

[PTZ channel]

50 Hz: 50 fps (3840 x 2160, 2688 x 1520), 100 fps (1920 x 1080, 1280 x 960, 1280 x
720)

60 Hz: 60fps (3840x 2160, 2688 x 1520),120fps (1920 x 1080,1280 x 960, 1280 x
720)

*High frame rate is supported under monitoring mode only.

[Bullet channel]

50 Hz: 25 fps (1200x 536, 960x432)

60 Hz: 30 fps (1200 536. 960x432)

[PTZ channel]

50 Hz: 25 fps (704 x 576,640 x 480, 352 x 288)

60 Hz: 30fps (704 x 480,640 x 480, 352 x 240)

[Bullet channel] No

[PTZ channel]

50 Hz: 25 fps (1920 x 1080, 1280 x 960, 1280 x 720,704 x 576, 640 x 480, 352 x 288),
60 Hz: 30fps (1920x 1080, 1280 x 960, 1280 x 720,704 x 480, 640 x 480, 352 x 240)
Mainstream: H.265+/H.265/H.264+/H.264,

Sub-stream: H.265/H.264/MJPEG,

Third stream: H.265/H.264/MIPEG

32 Kbps to 16 Mbps

Baseline profile,Main profile,High profile

Main profile

H.264 and H.265 encoding

8 fixed regions for each stream

G.711,MP2L2,AAC-LC,MP3,G.726,G.722.1,PCM

64 Kbps (G.711ulaw/G.711alaw),32 to 192 Kbps (MP2L2),16 to 64Kbps (AAC-LC),8 to
320 Kbps (MP3),16 Kbps (G.726),16 Kbps (G.722.1)

8 kHz,16 kHz,32 kHz,48 kHz



Environment Noise Filtering

Network

Protocols

API

Security

Network Storage
Simultaneous Live View
User/Host

Client

Web Browser

Al Open Platform

Model Specification

Task Type

Event Type

Rule Setting
Image
Day/Night Switch

Image Enhancement

Wide Dynamic Range (WDR)

Defog
Image Stabilization
Regional Exposure

Regional Focus

Image Settings

Image Parameters Switch
Privacy Mask

SNR
Supplement Detection
Satellite Positioning

Gyroscope

HIKVISION

Yes

DHCP,RTP,SMTP,DNS,WebSocket,ICMP,HTTPS,RTSP,QoS,SSL/TLS,RTCP,PPPoE,NTP,IGM
P,UDP,FTP,WebSockets,SNMP,HTTP,DDNS,|Pv4,UPnP,SFTP,TCP/IP,802.1X,IPv6

ISAPI,SDK,ISUP,ISUP, ISAPI, Hikvision SDK, Open Network Video Interface (ProfileS,
ProfileG, ProfileT, ProfileM) , OTAP

Password protection,complicated password,HTTPS encryption,802.1X authentication
(EAP-TLS, EAP-LEAP, EAP-MDS5),watermark,|P address filter,basic and digest
authentication for HTTP/HTTPS,WSSE and digestauthentication for Open Network
Video Interface, RTP/RTSP over HTTPS,control timeout settings,security auditlog,TLS
1.3,host authentication (MAC address),TLS 1.2

NAS (NFS, SMB/CIFS),auto network replenishment (ANR)

Up to 20 channels

Up to 32 users. 3 user levels:administrator, operator,and user
iVMS-4200,HikCentral Pro,Hik-Connect

Plug-infree liveview: Chrome 57.0+, Firefox 52.0+, Edge 89+, Safari 11+ ;

Local service:Chrome 57.0+, Firefox 52.0+, Edge 89+

Model type for Al Open Platformtrained algorithmloading: high-performance model
(small model).< Supports 4 model packages, each capable of detecting 16 target types
and classifying 4 targets. The targets can be classified as 64 types. The device runs only
1 model at the same time.

Algorithm type for Al Open Platform high-performance model (small model):
Detection, Classification.

Region target exception status detection, regiontarget number counting, area overlap
ratio counting, area overlap ratio exception detection, linecrossingtargetdetection,
linecrossingtargetcounting, full analysisrule, combinedrule

Up to 16 rules.Supports moving target filteringand shield region setting.

Day,night,auto,schedule

3D DNR,HLC,BLC,EIS

[Bullet channel] 120 dB, [PTZ channel] 140 dB

Digital defog

EIS (Built-in gyroscopeto improve EIS performance)

Yes

[Bullet channel] No, [PTZ channel] Yes

Saturation, brightness, contrast, sharpness, gain,and white balanceadjustable by
clientsoftware or web browser

Yes

[Bullet channel] No, [PTZ channel] 24 programmable polygon privacy masks; mask
color or mosaic configurable

>52dB

No

Yes



Compass
Interface

Reset

Ethernet Interface
On-board Storage

Alarm
Audio

RS-485

Event

Basic Event

Smart Event

Linkage

Deep Learning Function
Perimeter Protection

Multi-Target-Type Detection

Face Capture

Face Comparison

Road Traffic and Vehicle

Detection

People Density

HIKVISION

No

Yes

1 RJ45 100M self-adaptive Ethernet port

Built-in memory cardslot, support microSD/microSDHC/microSDXCcard, up to 1TB .
7 input(s), 2 output(s)

1 input(linein), max. inputamplitude: 2-2.4 vpp, inputimpedance: 1 KQ + 10%,

1 output (lineout), linelevel, output impedance: 600 Q

1 RS-485 (Half duplex, HIKVISION, Pelco-P, Pelco-D, self-adaptive)

[PTZ channel]video tampering alarm,[PTZchannel & bulletchannel]alarminputand
output, exception

unattended baggage detection,object removal detection,people gathering
detection,fast moving detection,loitering detection,parking detection,Line crossing
detection,intrusion detection,region entrance detection,region exiting detection,audio
exception detection

[Bullet channel] no,[PTZ channel] Uploadto FTP/NAS/memory card, notify surveillance
center, send email, trigger alarmoutput, trigger recording, audiblewarning, white light

flashing,and PTZ actions (such as preset, patrol scan, pattern scan)

Line crossing, intrusion, region entrance, region exiting

Support alarmtriggering by specified target types (human and vehicle)

Supports simultaneous detection and capture of human body, face and vehicle
Detects up to 30 faces simultaneously,

Uploads facewith background and closed-up face pictures

Up to 10 facelibraries. 30000 faces for each library. 150000 faces in total,
Recognizes face identity via facemodeling, gradingand comparingto those inface
library

Smart Function:

Support license plate recognition of vehicles and motorcycles (onlyin checkpoint
scenario)

Support vehicleattribute detection, includingvehicletype, color, brand, driving
direction, etc.

Support vehicleand non-vehiclecounting

Blocklistand allowlist: up to 10,000 records

LPR Countries/Regions:

4 areas (Europe, Middle East, Asia-Pacific, Africa) and morethan 124 countries/regions
Accuracy (Under recommended installation and lighting conditions):

License platerecognition rate 298%

Capturerate 299%

Drivingdirection accuracy rate >98%

Vehicle Capture Speed:

Frontinstallationin checkpointscenario:upto 120 km/h

Side installation: up to 80 km/h

Capture Mode: License Plateand Vehicle Mode, VehiclePriority Mode

Supports detecting the level of people densityinthe configured area



IntelligentTransportation

System

Regional People Counting

Linkage and Tracking
Smart Tracking

Smart Linkage

Object Tracking

HIKVISION

Traffic Violation Evidence Collection:

* PTZ camera channels supportdetection of six types of violations: wrongly parking,
wrong-way driving, crossingtheline, lanechange, motor vehicle on non-motor vehicle
lane,and U-turns.

¢ Box camera channels supportdetection of five types of violations: wrong-way
driving, drivingonthe laneline, lane change, motor vehicleon non-motor vehiclelane,
and U-turns.

Traffic Data Collection: Supports the collection of traffic flow, lane average speed, time
headway, spaceheadway, lanetime occupancy,andlanespaceoccupancy
information.

Traffic Flow Road incidentdetection:

(1)Road incidentdetection for highways and elevated roads:The PTZ camera
suppoorts fallen object detection, pedestrian detection, congestion detection,
roadblock detection, construction detection, traffic accidentdetection; The box
camera supports pedestrian detection, parkingdetction, congestion detection,
roadblock detection, construction detection, traffic accidentdetection.

(2)Road incidentdetection for urbanroads: The PTZ camera suppoorts congestion
detection, roadblock detection, construction detection, traffic accident detection; The
box camera supports parking detction, congestion detection, roadblock detection,
construction detection, traffic accidentdetection.

Supports up to 8 detection regions,and independent armingscheduleand linkage
method

Supports 3 detection modes: people density detection, number of people exception
detection, waitingtime exception detection

Supports parameter settings: alarmtimes per exception, alarminterval, firstalarm
delay

Supports searchingreal-time number of people

People density detection: supports scheduled uploading, number of people change
uploading, congestion level uploading

Number of people exception detection: supports 6 alarmtrigger conditions,including
greater than threshold A, less thanthreshold A, equal to threshold A, not equal to
threshold A, greater than threshold A and less thanthreshold B, less than threshold A
or greater than threshold B (threshold A should be less than threshold B)

Waiting time exception detection: supports 3 alarmtrigger conditions, including
greater than threshold A, less thanthreshold A, greater than threshold Aand less than
threshold B (threshold A should be less than threshold B)

Manual tracking, auto-tracking 3.0

Manual tracking, auto tracking, tracking takeover, linked tracking capture

Support person arming. When the device detects the armed faceor human body in the
monitoringscene, ittriggers alarms, andtracks and captures the target. Duringthe
tracking, the target location and other related information are uploaded.Support
vehiclearming. When the device detects the armed vehicles in the monitoring scene, it
triggers alarms, and tracks and captures the target. Duringthe tracking, the target

location and other related information areuploaded.



General

Power

General Function
Operating Condition
Wiper

Demist

Material

Dimension

Weight

Language

Approval
EMC

Safety

Environment

Protection

Anti-Corrosion Protection

*Dimension

HIKVISION

36 VDCt 20%, max. 60 W (Max. 54W, including max.15 W for IR and max. 8 W for
heater)

PoE 802.3bt, type4, class8, max.90W (Max. 60 W, includingmax.15W for IR and max.
8 W for heater)

mirror,password protection

-40 °Cto 70°C (-40 °F to 158 °F). Humidity 95% or less (non-condensing)

Yes

Yes

ADC12

@260 mm x 382.9 mm (©10.24" x 15.07")

Approx. 8.1kg (17.861b.)

33 languages: English, Russian, Estonian, Bulgarian, Hungarian, Greek, German, Italian,
Czech, Slovak, French, Polish, Dutch, Portuguese, Spanish, Romanian, Danish, Swedish,
Norwegian, Finnish, Croatian, Slovenian, Serbian, Turkish, Korean, Traditional Chinese,

Thai, Vietnamese, Japanese, Latvian, Lithuanian, Portuguese (Brazil), Ukrainian

CE-EMC (EN 50130-4:2011+A1:2014, EN 55032:2015+A11:2020+A1:2020, EN
61000-3-3:2013+A1:2019+A2:2021, EN |EC 61000-3-2:2019+A1:2021)

CE-LVD (EN 62368-1:2014 + A11:2017),CB (IEC 62368-1:2014)
CE-RoHS (2011/65/EU and its amendment (EU)2015/863)
IP67 (IEC 60529:1989+AMD1:1999+AMD2:2013),IK10 (IEC 62262:2002, excludingglass
window),Lightning Protection,Surge Protection and Voltage Transient Protection,+6kV
Line to Gnd, +3kV Line to Line
Model with -Y: NEMA 4X (NEMA 250-2018), Model without -Y: No
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= Accessory
= Optional

DS-4660ZJ-PC

DS-4650ZJ-PC

DS-1673Z)-P

DS-4612ZJ)-PA

DS-1674Z)-P DS-1684Z)-P

d

DS-4603ZJ-PA

R

DS-1276ZJ)-P



= Installation Methods

Corner Mounting
DS-4660ZJ-PC+DS-460
32)-PA+DS-16742)-P

Vertical Pole
Mounting
DS-16847J-P+DS-4603
2J-PA

Corner Mounting
DS-1276ZJ-P+DS-4603
2J-PA

Vertical Pole
Mounting
DS-4650ZJ-PC+DS-460
32J-PA+DS-16742J-P

Horizontal Pole
Mounting
DS-1673ZJ-P+DS-4612
2J-PA

Pendant Mounting
DS-46127ZJ-PA

HIKVISION

Junction Box

Wall Mounting
DS-16742)-P+DS-4603
DS-4603ZJ-PA
Z2)-PA
sl P
ok ¥,
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