
 

Mobile Video Recorder 

Version: V5.4.1 Release Note 

Firmware Basic Information 

DS-MP5604 

MP5604_EN_GM_5.4.1_221028 

 

DS-MP5604N 

MP5604N_EN_GM_5.4.1_221129 

 

DS-MP7608/DS-MP7608H 

MP7608_EN_GM_5.4.1_230207 

 

DS-MP7608HN 

MP7608HN_EN_GM_5.4.1_221028 

 

 

 

Reason of Upgrade 

Add new features 

  



 

 

Description of New Features 

1. Supports web page access without plug-ins, which is available for Firefox 52+, 

Chrome 57+, Edge16+, safri 11+, and supports preview, playback, picture 

parameter configuration and other normally used parameters configuration and 

functions.. 

 

2. Support local service plug-in, with this plug-in can achieve more function 

configuration, which is similar to the previous IE plug-in. The local service plug-in 

can be applied to MAC Browser, Firefox 52+, Chrome 57+, Edge16+, safri 11+ 

and IE 8+. 

 

3. Support access to Fuel Level Sensors and uploading fuel level data to HikCentral-

Professional, the unit of data is Centimeter (Only DS-MP5604, DS-MP7608, DS-

MP7608H support) 

 

4. Support picture capture of alarm linkage on HikCentral-Professional; 

  



 

 

Related Product Model List 

 

56 and 76 series 

 

DS-MP5604(1T)(O-STD) 

DS-MP5604(1T)(O-STD) 

DS-MP5604(O-STD) 

DS-MP5604(O-STD) 

DS-MP5604N(1T)(M12)(O-STD) 

DS-MP5604N(1T)(M12)(O-STD) 

DS-MP5604N(1T)(O-STD) 

DS-MP5604N(1T)(O-STD) 

DS-MP5604N(M12)(O-STD) 

DS-MP5604N(M12)(O-STD) 

DS-MP5604N(O-STD) 

DS-MP5604N(O-STD) 

DS-MP7608(1T)(O-STD) 

DS-MP7608(1T)(O-STD) 

DS-MP7608(O-STD) 

DS-MP7608(O-STD) 

DS-MP7608/GLF(US-STD) 

DS-MP7608/GLF(US-STD) 

DS-MP7608/GLF(EU-STD) 

DS-MP7608/GLF(EU-STD) 

DS-MP7608/GW(O-STD) 

DS-MP7608/GW/WI58(O-STD) 

DS-MP7608H(1T)(O-STD) 

DS-MP7608H(1T)(O-STD) 

DS-MP7608H(O-STD) 

DS-MP7608H(O-STD) 

DS-MP7608H/GLF(EU-STD) 

DS-MP7608H/GLF(EU-STD) 

DS-MP7608H/GW(O-STD) 

DS-MP7608H/GW/WI58(O-STD) 

DS-MP7608HN(1T)(M12)(O-STD) 



 

DS-MP7608HN(1T)(M12)(O-STD) 

DS-MP7608HN(1T)(O-STD) 

DS-MP7608HN(1T)(O-STD) 

DS-MP7608HN(M12)(B)(O-STD) 

DS-MP7608HN(M12)(B)(O-STD) 

DS-MP7608HN(M12)(O-STD) 

DS-MP7608HN(M12)(O-STD) 

DS-MP7608HN(O-STD) 

DS-MP7608HN(O-STD) 

DS-MP7608HN/GLF(1T)(EU-STD) 

DS-MP7608HN/GLF(1T)(EU-STD) 

DS-MP7608HN/GLF/WI(1T)(US-STD) 

DS-MP7608HN/GLF/WI(1T)(US-STD) 

DS-MP7608HN/GLF/WI(1T)(EU-STD) 

DS-MP7608HN/GLF/WI(1T)(EU-STD) 

DS-MP7608HN/GLF/WI58(1T)(M12)(US-STD) 

DS-MP7608HN/GLF/WI58(1T)(M12)(US-STD) 

DS-MP7608HN/GLF/WI58(1T)(M12)(EU-STD) 

DS-MP7608HN/GLF/WI58(1T)(M12)(EU-STD) 

DS-MP7608HN/GLF/WI58(1T)(EU-STD) 

DS-MP7608HN/GLF/WI58(1T)(EU-STD) 

DS-MP7608HN/GW(1T)(O-STD) 

DS-MP7608HN/GW/WI(1T)(O-STD) 

DS-MP7608HN/GW/WI58(1T)(M12)(O-STD) 

DS-MP7608HN/GW/WI58(1T)(O-STD) 

 

  



 

 

Customer Impact and Recommended Action 

New version firmware upgrade is to improve product performance, and will take effect 

automatically after upgrading from previous versions. We’d like to inform you the above 

changes. Also, we are sorry for any possible inconvenience of use-habit changes caused 

by this action. 

Before you doing the upgrade, please pay attention to the notes below first. 

For questions or concerns, please contact our local technical support t 

 

Note:  

 Hikvision has all rights to alter, modify and cancel this notice. 

 Hikvision doesn’t give any guarantee for old models’ stock. 

 Hikvision is not liable for any typing or printing errors. 

 For special model’s change details, please contact our local technical support team. 


