HIKVISION

First Choice for Security Professionals

Turbo HD DVR V4.71.502 build 240312 Release Notes

Firmware Version: V4.71.502 build 240312
Firmware Basic SDK  Version: 6.1.9.48
Information Player library: 7.3.5.0

Web version: V4.0.1build240112

Reason of Upgrade

Modify the product design, add new functions and optimize the user experience.

Main update

1. Release new DVR model, end with /X and /XT.

Refer to Available Models for details.

2. Improve the ability of intelligent functions

Only for new pro series DVR model:
a. Support 4-ch face picture comparison.

b. Support up to 8-ch perimeter protection (advanced model).
3. Support max 12TB HDD
Only for new pro series DVR model, up to 12 TB capacity for each disk.

4. Not support Enhanced-IP Mode

Only for new pro series DVR model, not support Enhanced-IP mode, the number of IPC connections is increased
by default.

5. Recording Stream Type support Main Stream or Sub Stream

Only for new pro series DVR model, support Main Stream or Sub Stream to record stream.
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6. Only for new pro series DVR model, support two USB3.0 interface.

7. Support draw Max. Size and Min. Size for Perimeter Protection Event
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8. Support HDCVI 5MP (16:9) camera access

9. Not support Wi-Fi dongle function

Available Models:
Pro Series:
300229282 iDS-7216HQHI-M2/XT(STD)/16 Z47i+16/4 1R %
300229281 iDS-7216HQHI-M2/XT/A(Fk 4> STD)/4 &+16/4 iR E
300229280 iDS-7216HQHI-M1/XT(STD)/16 S #ii+4/1 1R &
300229279 iDS-7216HQHI-M1/XT/A(Fk 5> STD)/4 F+4/1 IR E
300229278 iDS-7208HUHI-M2/X(STD)/8 & 4i+8/4 IR 2
300229277 iDS-7208HUHI-M1/X(STD)/8 &= 4ii+8/4 g2
300229194 iDS-7208HUHI-M2/X(NEU)
300229190 iDS-7208HUHI-M2/X(STD)/4 = 47i+8/4 R 2
300229189 iDS-7208HUHI-M2/X(STD)
300229188 iDS-7208HUHI-M2/X(E2 g STD)
300229187 iDS-7208HUHI-M1/X(NEU)
300229183 iDS-7208HUHI-M1/X(STD)/4 & 55i+8/4 IR %
300229182 iDS-7208HUHI-M1/X(STD)
300229181 iDS-7208HUHI-M1/X(E2 g STD)
300229176 iDS-7216HQHI-M2/XT(NEU)
300229173 iDS-7216HQHI-M2/XT(STD)/4 Z5fi+4/1 IRZE
300229172 iDS-7216HQHI-M2/XT(STD)/4 Z#7i+16/4 IR Z
300229171 iDS-7216HQHI-M2/XT(STD)
300229170 iDS-7216HQHI-M2/XT(E2 7 STD)
300229169 iDS-7216HQHI-M1/XT(NEU)
300229167 iDS-7216HQHI-M1/XT(STD)/4 Z#ii+4/1 IRZE
300229166 iDS-7216HQHI-M1/XT(STD)
300229165 iDS-7216HQHI-M1/XT(E2 7 STD)
300229177 iDS-7232HQHI-M2/XT(STD)
300229178 iDS-7232HQHI-M2/XT(NEU)
300229195 iDS-7216HUHI-M2/X(STD)
300229196 iDS-7216HUHI-M2/X(STD)/4 Z5fi+IR % 16/4
300229198 iDS-7216HUHI-M2/X(NEU)
300229283 iDS-7216HUHI-M2/X(STD)/16 Z#fi+iRZ 16/4
Value series:
300229164 HW-HWD-6216MH-G4(STD)(E)
300229163 HW-HWD-6116MH-G4(STD)(E)
300229162 HL-DVR-216Q-M2(NEU)(E)
300229161 HL-DVR-216Q-M2(STD)(E)
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300229160 | HL-DVR-216Q-M1(NEU)(E)
300229159 | HL-DVR-216Q-M1(STD)(E)

300229158 | iDS-7216HQHI-M1/E(NEU)(E)
300229157 | iDS-7216HQHI-M1/E(STD)(E)
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Customer Impact and Recommended Action

This new firmware upgrade is to improve product performance, and will take effect automatically after

upgrading from previous versions. We’d like to inform you the above changes. Also, we are sorry for any

possible inconvenience of use-habit changes caused by this action.

For questions or concerns, please contact our local technical support team.

Note:

Hikvision has all rights to alter, modify and cancel this notice.

Hikvision doesn’t give any guarantee for old models’ stock.

Hikvision is not liable for any typing or printing errors.

For special model’s change details, please contact our local technical support team.

Hikvision Digital Technology CO., Ltd.

No. 555 Qianmo Road, Binjiang District, Hangzhou 310052,
China

Tel: +86-571-8807-5998

FAX: +86-571-8993-5635

Email: support@hikvision.com



